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 + Designed and engineered to epitomise the clean, sharp lines 
of modern decor, the Modn-4 ceiling fan can make a bold 
statement or elegantly blend with your space

 + Powered by an efficient 172 x 20 mm AC motor, the Modn-4’s 
clean motor housing has been designed as an understated and 
elegant addition to your space

 + Engineered from aluminium, the Modn-4’s lightweight blades 
offer efficient cooling for Australian conditions

 + For those times when you need your fan to also be a light, the 
Modn-4’s 12W LED light kit is a stylish addition

Fan Dimensions per Downrod

For ceilings Downrod (   26 mm) A B
2.4m – 2.9m 12 cm (4.5 inch) * 31 cm 31 cm

3m – 4m 90 cm (36 inch) # 109 cm 109 cm

4m – 5.5m 180 cm (72 inch) # 199 cm 199 cm

Light Kit increases A by 7 cm
* Standard downrod included with fan.    Optional downrod available for purchase.#

14 cm dia

Blade span

132 cm (52 inch)
Net hanging weight: 9 kg

AB AB

Fan Speed (H/M/L) 170 / 110 / 55 RPM

Energy usage (H/M/L) 71 / 34 / 11 W

Airflow (H/M/L) 8,372 / 5,714 / 2,989 m3 / hr

Efficiency (H/M/L) 117 / 168 / 271 m3 / hr / W
The Fan Performance Rating is a guide to show customer’s how much air 
the fan moves as well as how the airflow “feels” when you stand under-
neath. This is a guide only. Refer to our website for more information.

Sleek, modern ceiling fan designed in Australia with 
lightweight Aluminium blades



LED Light Kit

Black with matching blades

Fan finish

White with matching blades

12W LED Light Kit in White
LM22WH

12W LED Light Kit in Black
LM22BL

Power: 12W
Lumen: 1100
CCT: 3000K

FM22BL FM22WH

Reduced fan wobble
Heavy duty hang-sure bracket for increased stability

Up to 30º ceiling slope
Durable hanging ball handles ceiling slopes up to 30º

Concealed screws for a clean finish
Canopy screw cover ensures no screws are visible

Modern motor housing
Simple and smart motor housing painted inside and out 
for improved corrosion resistance and added longevity

Clean, smooth finish
Motor bottom plate cleverly attaches with magnets to 
conceal screws for a smart finish

Motor designed for optimal airflow
Motor has been finely tuned and carefully selected to 
provide the optimal mix of airflow and efficiency

Aluminium blades
Lightweight aluminium blades with concealed blade 
attachment for a clean design

Partially preassembled for 
quick, easy installation

Included wall switch
Fits many standard wall plates 
by HPM and Clipsal to match 

your existing wall plates

Stainless steel hardware
Critical screws and fixtures are 

stainless steel for long life

Downrods Remote Controls

Three-speed remote 
control (fan and light) 
with optional dimmer

RC490 cm (36”) 180 cm (72”)

Black DRWL-36BL DRWL-72BL

White DRWL-36WH DRWL-72WH

fanSync Bluetooth remote 
control (fan and light) with 
dimming

RC9

Silky smooth rotations – quiet and reliable
Premium quality bearings for quiet and reliable 
operation for years to come


